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(b) Existing affected sources do not 
have to meet the requirements of this 
subpart and of subpart A of this part. 

(c) Any portion of a new or recon-
structed affected source located at a 
major source that is used exclusively 
for testing internal combustion engines 
with rated power of less than 25 horse-
power (hp) (19 kilowatts(kW)) does not 
have to meet the requirements of this 
subpart and of subpart A of this part 
except for the initial notification re-
quirements of § 63.9345(b). 

(d) Any portion of a new or recon-
structed affected source located at a 
major source that meets any of the cri-
teria specified in paragraphs (d)(1) 
through (4) of this section does not 
have to meet the requirements of this 
subpart and of subpart A of this part. 

(1) Any portion of the affected source 
used exclusively for testing combus-
tion turbine engines. 

(2) Any portion of the affected source 
used exclusively for testing rocket en-
gines. 

(3) Any portion of the affected source 
used in research and teaching activi-
ties at facilities that are not engaged 
in the development of engines or en-
gine test services for commercial pur-
poses. 

(4) Any portion of the affected source 
operated to test or evaluate fuels (such 
as knock engines), transmissions, or 
electronics. 

§ 63.9295 When do I have to comply 
with this subpart? 

(a) Affected sources. (1) If you start up 
your new or reconstructed affected 
source before May 27, 2003, you must 
comply with the emission limitations 
in this subpart no later than May 27, 
2003. 

(2) If you start up your new or recon-
structed affected source on or after 
May 27, 2003, you must comply with the 
emission limitations in this subpart 
upon startup. 

(b) Area sources that become major 
sources. If your new or reconstructed 
affected source is located at an area 
source that increases its emissions or 
its potential to emit such that it be-
comes a major source of HAP, your 
new or reconstructed affected source 
must be in compliance with this sub-

part when the area source becomes a 
major source. 

(c) You must meet the notification 
requirements in § 63.9345 and in 40 CFR 
part 63, subpart A. 

EMISSION LIMITATIONS 

§ 63.9300 What emission limitations 
must I meet? 

For each new or reconstructed af-
fected source that is used in whole or 
in part for testing internal combustion 
engines with rated power of 25 hp (19 
kW) or more and that is located at a 
major source, you must comply with 
the emission limitations in Table 1 to 
this subpart. (Tables are found at the 
end of this subpart.) 

§ 63.9301 What are my options for 
meeting the emission limits? 

You may use either a continuous pa-
rameter monitoring system (CPMS) or 
a continuous emission monitoring sys-
tem (CEMS) to demonstrate compli-
ance with the emission limitations. 
Continuous monitoring systems must 
meet the requirements in § 63.9306 
(CPMS) and § 63.9307 (CEMS). 

§ 63.9302 What operating limits must I 
meet? 

(a) For any new or reconstructed af-
fected source on which you use add-on 
controls, you must meet the operating 
limits specified in Table 2 to this sub-
part. These operating limits must be 
established during the performance 
test according to the requirements in 
§ 63.9324. You must meet the operating 
limits at all times after you establish 
them. 

(b) If you use an add-on control de-
vice other than those listed in Table 2 
to this subpart, or wish to monitor an 
alternative parameter and comply with 
a different operating limit, you must 
apply to the Administrator for ap-
proval of alternative monitoring under 
§ 63.8(f). 

GENERAL COMPLIANE REQUIREMENTS 

§ 63.9305 What are my general require-
ments for complying with this sub-
part? 

(a) You must be in compliance with 
the emission limitation that applies to 
you at all times, except during periods 
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of startup, shutdown, or malfunction 
(SSM) of your control device or associ-
ated monitoring equipment. 

(b) If you must comply with the 
emission limitation, you must operate 
and maintain your engine test cell/ 
stand, air pollution control equipment, 
and monitoring equipment in a manner 
consistent with good air pollution con-
trol practices for minimizing emissions 
at all times. 

(c) You must develop a written SSM 
plan (SSMP) for emission control de-
vices and associated monitoring equip-
ment according to the provisions in 
§ 63.6(e)(3). The plan will apply only to 
emission control devices, and not to 
engine test cells/stands. 

[68 FR 28785, May 27, 2003, as amended at 71 
FR 20470, Apr. 20, 2006] 

§ 63.9306 What are my continuous pa-
rameter monitoring system (CPMS) 
installation, operation, and mainte-
nance requirements? 

(a) General. You must install, oper-
ate, and maintain each CPMS specified 
in paragraphs (c) and (d) of this section 
according to paragraphs (a)(1) through 
(7) of this section. You must install, 
operate, and maintain each CPMS 
specified in paragraph (b) of this sec-
tion according to paragraphs (a)(3) 
through (5) of this section. 

(1) The CPMS must complete a min-
imum of one cycle of operation for 
each successive 15-minute period. You 
must have a minimum of four equally 
spaced successive cycles of CPMS oper-
ation in 1 hour. 

(2) You must determine the average 
of all recorded readings for each suc-
cessive 3-hour period of the emission 
capture system and add-on control de-
vice operation. 

(3) You must record the results of 
each inspection, calibration, and vali-
dation check of the CPMS. 

(4) You must maintain the CPMS at 
all times and have available necessary 
parts for routine repairs of the moni-
toring equipment. 

(5) You must operate the CPMS and 
collect emission capture system and 
add-on control device parameter data 
at all times that an engine test cell/ 
stand is operating, except during moni-
toring malfunctions, associated re-
pairs, and required quality assurance 

or control activities (including, if ap-
plicable, calibration checks and re-
quired zero and span adjustments). 

(6) You must not use emission cap-
ture system or add-on control device 
parameter data recorded during moni-
toring malfunctions, associated re-
pairs, out-of-control periods, or re-
quired quality assurance or control ac-
tivities when calculating data aver-
ages. You must use all the data col-
lected during all other periods in calcu-
lating the data averages for deter-
mining compliance with the emission 
capture system and add-on control de-
vice operating limits. 

(7) A monitoring malfunction is any 
sudden, infrequent, not reasonably pre-
ventable failure of the CPMS to pro-
vide valid data. Monitoring failures 
that are caused in part by poor mainte-
nance or careless operation are not 
malfunctions. Any period for which the 
monitoring system is out-of-control 
and data are not available for required 
calculations is a deviation from the 
monitoring requirements. 

(b) Capture system bypass line. You 
must meet the requirements of para-
graphs (b)(1) and (2) of this section for 
each emission capture system that con-
tains bypass lines that could divert 
emissions away from the add-on con-
trol device to the atmosphere. 

(1) You must monitor or secure the 
valve or closure mechanism controlling 
the bypass line in a nondiverting posi-
tion in such a way that the valve or 
closure mechanism cannot be opened 
without creating a record that the 
valve was opened. The method used to 
monitor or secure the valve or closure 
mechanism must meet one of the re-
quirements specified in paragraphs 
(b)(1)(i) through (iv) of this section. 

(i) Flow control position indicator. In-
stall, calibrate, maintain, and operate 
according to the manufacturer’s speci-
fications a flow control position indi-
cator that takes a reading at least once 
every 15 minutes and provides a record 
indicating whether the emissions are 
directed to the add-on control device or 
diverted from the add-on control de-
vice. The time of occurrence and flow 
control position must be recorded, as 
well as every time the flow direction is 
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